Technical Data SERIES 528 - Straight Edge

Section: 60° vee ) ) ) )
¢ Designed for testing the straightness of workpiece features.
e Hardened, ground and micro-lapped measuring edge.
¢ Made of tool steel with heat shield.
528-101
528-102
528-103
Specifications
Code No. Length Remarks
528-100 50 mm -
528-101 75 mm —
528-102 100 mm =
528-103 150 mm =
528-104 200 mm =
528-105 300 mm Supplied in a wooden case
528-106 400 mm Supplied in a wooden case
528-107 500 mm Supplied in a wooden case
Technical Data SERIES 180 - Combination Square Set
Square head: Used to set the rule at 90° or 45° to ) ) )
an edge of a workpiece. o Three heads are attachable to the satin-chrome plated rule (blade), allowing versatile measurements on
Centre head: Used to locate centres of round various types of workpieces.
workpieces.
Protractor head: Used to set the rule at a desired angle

to an edge of a workpiece. Also used
for measuring angles.
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Specifications

Inch/Metric

Code No. ‘ Size Graduation
180-907B ‘ 12" /300 mm 1/32",1/64",1 mm, 0.5 mm
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Mitutoyo operates a policy of continuous improvement that aims to provide the customer with the benefit of the latest technological advances. E-1 8 M I tu to 0
Therefore the company reserves the right to change any or all aspects of any product specification without notice




